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UL LISTED FIRE ALARM CABLE

Jacket

Shield

Drain Jacket
Conductor Shield
Insulation
Insulation Conductor
Drain
Structure Material 1.0mm?*
Center conductor,dia,mm Bare copper 1.12mm
Conductor NO. - 2-24 cores
Dielectric,dia,mm FPLR PVC 1.82mm
Shield AL tape + PET YES
Drain wire,dia,mm Tinned bare copper 0.8mm
Jacket,dia,mm FPLR PVC 5.8mm
Jacket color Red/White -
Structure Material 1.5mm?
Center conductor,dia,mm Bare copper 1.37mm
Conductor NO. - 2-24 cores
Dielectric dia,mm FPLR PVC 2.37mm
Shield AL tape + PET YES
Drain wire dia,mm Tinned bare copper 0.8mm
Jacket,dia,mm FPLR PVC 6.65mm
Jacket color Red/White -
Structure Material 2.5mm?
Center conductor,dia,mm Bare copper 1.76mm
Conductor NO. - 2-24 cores
Dielectric dia,mm FPLR PVC 3.16mm
Shield AL tape + PET YES
Drain wire dia,mm Tinned bare copper 0.8mm
Jacket,dia,mm FPLR PVC 7.8mm
Jacket color Red/White -

Insulation Resistance 200 M.©2 KM
Operating Voltage 300V/500V
Test Voltage 2.5KV

Temperature range -20°C - 75°C
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Smoke detector
Heat detector w
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Relay Output

Fire indicating panel

Fire alarm cables are for use with fire monitoring/
detection, power-limited fire alarm systems, smoke
detectors, signaling, audio circuits, control circuits,
fire protective circuits and security systems.

Type FPL power-limited fire alarm cable is | suitable
for generalpurpose fire alarm use.excluding installation
in risers, ducts, plenums and other space used for
environmental air unless the cable is installed in
conduit. All FPL cables are listed as being resistant
to the spread of fire.

Type FPLR power-limited fire alarm riser cable is
suitable for use in a vertical run in a shaft or from
floor to floor. All FPLR cables are having fire-resistant
characteristics capable of preventing fire from
traveling floor to floor.

Our cables have proven themselves in the area of
fire system security over time, with all being fabricated
with solid, bare copper conductors and insulations
and jackets of premium-grade PVC.
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